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QUESTION 1

Select two configurations required to fulfill a Cross Dock order. (Choose two.) 

A. The Replenishment template is required to replenish Cross Dock Order 

B. Wave template should be configured to allocate Cross Dock Order 

C. The Cross Dock Outbound Order type should be defined 

D. IB Shipment Type should be defined for Cross Dock ASN 

E. Module Parameter should be enabled on the RF Receive Screen for receiving Cross Dock ASN 

Correct Answer: AD 

 

QUESTION 2

Which Inventory screen should you use to configure the Inventory Adjustment Code in Oracle WMS Cloud? 

A. IB LPNs 

B. Reason Codes 

C. Items 

D. Inventory Lock Codes 

Correct Answer: B 

Reference: 

https://docs.oracle.com/cd/E12448_01/rms/pdf/rms_rfm_br/1413/html/ug/ chapter5.htm#CHDBFGEA 

 

QUESTION 3

What configuration is needed to create Advance Shipment Notifications for a Transfer Order shipped between two
facilities configured in the same WMS Cloud environment? 

A. The Facility parameter key AUTOLOAD_and_SHIP should be set to Yes. 

B. The "ACCEPT TRANSFER SHIPMENT" flag should be enabled on the Facilities UI screen for the Source Facility. 

C. The "ACCEPT TRANSFER SHIPMENT" flag should be enabled on the Facilities UI screen for the Destination
Facility. 

D. Set CREATE_ASN_FOR_EACH_PO to YES at Source and Destination Facility levels. 

E. Set CREATE_ASN_FOR_EACH_PO to YES at the Company level. 

Correct Answer: C 
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QUESTION 4

A warehouse manager needs to view additional information not available in the existing Picking 

applications. 

Identify two ways to fulfill this requirement. (Choose two.) 

A. Create a custom WMS BI Cloud showing the information. 

B. Access data through SQL. 

C. Modify the base application to display additional information. 

D. Use a base WMS BI Cloud showing the needed information. 

Correct Answer: AC 

 

QUESTION 5

Your company\\'s count process has two levels: First, at the end of each quarter, the operators will need to get a list of
all the LPN numbers in every location via cycle count. Second, at the end of each month, the operators will do a spot
check for any 100 LPNs and count their content information, and to save time, they will scan each item only once and
enter the total quantity of the item marked on the inner package inside an LPN. Your company has reserve locations
only for storage and you\\'re doing the WMS Cloud configuration for the operators. 

Which two tasks should you complete? (Choose two.) 

A. Create a Cycle Cnt RF screen for the operators to use, and leave the content-count RF parameter blank. 

B. Create a Resv Nbr Cnt RF screen for the operators to use. 

C. Enable the Recount Location Detail cc_trigger. 

D. Create a Cycle Cnt RF screen for the operators to use, and set the content-count RF parameter to By Sku Qty. 

E. Create a Cycle count for LPN deferred/immediate updates RF screen for the operators to use, and set the sku-scan-
mode RF parameter to By Qty Scan. 

Correct Answer: BE 
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