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QUESTION 1

Which two routes may be advertised via EBGP? (Choose two.) 

A. routes that originate on the local router and are from protocol aggregate 

B. routes that do not originate in the local AS and are learned by OSPF 

C. routes that are transiting the local router and are from protocol BGP 

D. routes that originate on the local router and are injected using policy 

Correct Answer: CD 

 

QUESTION 2

What is the valid IS-IS interface configuration used to form an adjacency on interface fe-0/0/0.0? 

A. fe-0/0/0 { unit 0 { familyinet { address 10.222.1.1/30; } unit 0 { family inet { address 10.222.1.1/30; } family iso; unit 0 {
family inet { address 10.222.1.1/30; } family iso; } family inet { address 10.222.1.1/30; } family iso; } address
10.222.1.1/30; } family iso; } } family iso; } family iso; } lo0 { } lo0 { unit 0 { } lo0 { unit 0 { family inet { lo0 { unit 0 { family
inet { address 192.168.16.1/32; lo0 { unit 0 { family inet { address 192.168.16.1/32; } unit 0 { family inet { address
192.168.16.1/32; } family iso family inet { address 192.168.16.1/32; } family iso } address 192.168.16.1/32; } family iso } }
} family iso } } family iso } } } } } 

B. fe-0/0/0{ unit 0 { } 

C. fe-0/0/0 { unit 0 { familyinet { address 10.222.1.1/30; } family iso; } lo0 { unit 0 { family inet { address 192.168.16.1/32;
} family iso { address 49.0002.0192.0168.0016.00; } } 

D. fe-0/0/0 { unit 0 { familyinet { address 10.222.1.1/30 } unit 0 { family inet { address 10.222.1.1/30 } family inet {
address 10.222.1.1/30 } address 10.222.1.1/30 } lo0 { } lo0 { unit 0 { } lo0 { unit 0 { family inet { lo0 { unit 0 { family inet {
address 192.168.16.1/32; lo0 { unit 0 { family inet { address 192.168.16.1/32; } unit 0 { family inet { address
192.168.16.1/32; } } family inet { address 192.168.16.1/32; } } address 192.168.16.1/32; } } } } } 

E. fe-0/0/0 { } 

F. fe-0/0/0 { unit 0 { familyinet { address 10.222.1.1/30; } } lo0 { unit 0 { family inet { address 192.168.16.1/32; } family iso
{ address 49.0002.0192.0168.0016.00; unit 0 { family inet { address 192.168.16.1/32; } family iso { address
49.0002.0192.0168.0016.00; } family inet { address 192.168.16.1/32; } } } } } family iso { address
49.0002.0192.0168.0016.00; } family iso { address 49.0002.0192.0168.0016.00; } } } } } family iso { address
49.0002.0192.0168.0016.00; } } address 49.0002.0192.0168.0016.00; } } } } } 

G. fe-0/0/0{ unit 0 { family inet { address 10.222.1.1/30; 

H. fe-0/0/0{ unit 0 { family inet { address 10.222.1.1/30 } 

I. fe-0/0/0 { } 

J. fe-0/0/0{ unit 0 { family inet { address 10.222.1.1/30 

K. fe-0/0/0{ unit 0 { 
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L. fe-0/0/0{ unit 0 { family inet { 

M. fe-0/0/0{ unit 0 { family inet { 

Correct Answer: C 

 

QUESTION 3

Without using policy, the default for load balancing traffic to equal-cost destinations is to _____. 

A. load balance per layer 3microflow across all available next hops 

B. load balance per layer 4microflow across all available next hops 

C. load balance per packet across all available next hops 

D. randomly select one of the available next hops 

Correct Answer: D 

 

QUESTION 4

During initial traffic flow, which routers do dense mode multicast protocols assume want to receive multicast traffic? 

A. only routers with receivers attached 

B. all routers in the network 

C. all routers along the shortest-path tree 

D. only routers along the core based tree 

Correct Answer: B 

 

QUESTION 5

During OSPF adjacency formation, in what state is a router when an OSPF hello packet has been sent but bi-directional
communication has not been achieved? 

A. Exchange 

B. ExStart 

C. Init 

D. 2Way 

Correct Answer: C 
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