
https://www.pass4itsure.com/jn0-250.html
2024 Latest pass4itsure JN0-250 PDF and VCE dumps Download

 

 

 

JN0-250Q&As

Mist AI, Associate (JNCIA-MistAI)

Pass Juniper JN0-250 Exam with 100% Guarantee

Free Download Real Questions & Answers PDF and VCE file from:

https://www.pass4itsure.com/jn0-250.html

100% Passing Guarantee
100% Money Back Assurance

Following Questions and Answers are all new published by Juniper
Official Exam Center

 

 

JN0-250 PDF Dumps | JN0-250 Exam Questions | JN0-250 Braindumps                                1 / 3

https://www.pass4itsure.com/jn0-250.html
https://www.pass4itsure.com/jn0-250.html
https://www.pass4itsure.com/jn0-250.html


https://www.pass4itsure.com/jn0-250.html
2024 Latest pass4itsure JN0-250 PDF and VCE dumps Download

QUESTION 1

Mist Radio Resource Management makes dynamic changes to which resource? 

A. RF template 

B. channel width 

C. channel 

D. BLE channel 

Correct Answer: C 

 

QUESTION 2

What happens if your Juniper Mist subscriptions expire? 

A. Devices are bricked. 

B. Access to the Ul will be shut off. 

C. Devices remain operational but cannot make any further configuration changes. 

D. Devices will be randomly turned off and on. 

Correct Answer: C 

 

QUESTION 3

You have discovered an access point that is connected to a corporate network, but it is not under the corporation\\'s
control. 

In this scenario, what is this type of access point called? 

A. honeypot 

B. air gap 

C. rogue 

D. neighbor 

Correct Answer: C 

 

QUESTION 4

Under ideal conditions, which frequency band will have the farthest usable range? 
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A. 900 MHz 

B. 2.4 GHz 

C. 5 GHz 

D. 6 GHz 

Correct Answer: B 

 

QUESTION 5

A Mist access point is booting up, and will soon receive a channel assignment from the Mist Cloud. The channel
assigned by the cloud is a DFS channel. 

In this scenario, what must the AP do before broadcasting an SSID on the channel? 

A. Validate client device support. 

B. Listen for radar. 

C. Transmit radar pulses for 60 seconds. 

D. Validate available non-DFS channels. 

Correct Answer: B 
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