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QUESTION 1

A network architect imports a floorplan defined in a PNG file format. What is the function of the measurement tool in
Aruba\\'s VisualRF? 

A. Define the appropriate dimensions of each object in a Floorplan View 

B. Define the appropriate dimensions of a Floorplan and Building View 

C. Define the appropriate dimensions of a Floorplan View 

D. Define the appropriate dimensions of each room in a Floorplan View 

Correct Answer: A 

 

 

QUESTION 2

A high-end theater venue will be implementing an Aruba wireless solution using ceiling- and wall- mounted APs. The
venue wants to ensure the the APs blend into the ceiling and wall environments. What solution should the customer use
to ensure that wireless coverage is not hampered? 

A. Place the APs above the ceiling and behind the walls 

B. Place a strip of tape over the LEDs 

C. Order Aruba AP covers for the APs 

D. Paint the APs to match the ceilings or walls 

Correct Answer: A 

 

QUESTION 3

A network architect has created two sites in IRIS and defined network devices for each site. From which window would
a network architect connect the two sites together? 

A. Topology 

B. Site-1 

C. Catalog 

D. Start Page 

Correct Answer: B 

 

QUESTION 4
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A network architect is designing a new wired and wireless solution for for a company. The company has two buildings
on a campus, which each building has three floors. The campus core will be placed in the basement of Building 1. Each
wiring closet has eight strands of multi-mode OM3 grade fiber that connect to a wiring closet of the first floor of the
building it is contained, referred to as a main distribution frame (MDF). The maximum distance between a floor\\'s wiring
closet and the MDF is 100 feet (30 meters). The maximum distance between the two MDFs and the campus core is no
more than 150 feet (45 meters). There are eight strands of multi-mode OM3 grade fiber from these two MDF closets to
the campus core. Based on this information, which type of design should be used and what is the maximum speeds
supported all uplinks for the existing the multi-mode fiber? 

A. three-tier and 10 Gbps 

B. three-tier and 40 Gbps 

C. two-tier and 10 Gbps 

D. two-tier and 40 Gbps 

Correct Answer: A 

 

QUESTION 5

A customer is designing a new wired network. The customer requires 50 Gbps uplinks, VSF logical switching, and smart
rate port support. 

Which of the following switches would meet these requirements? 

A. 3810M series 

B. 6300 series 

C. 5400R series 

D. 8300 series 

Correct Answer: B 

 

 

QUESTION 6

A network architect is given the task to design a new network solution for NewStellar Company, Inc. NewSteiiar has a
main corporate campus in a business park with two adjacent buildings. The network architect has given one floor to
analyze, Building 1 Floor 2, shown in the attached exhibit. 
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Each building has three floors and each floor is 322 x 175 feet (98 x 53 meters) for 56,350 square feet (5,235 square
meters) total, which results in a total of 338,100 feet (31,410 square meters) for the entire building space. Each floor has
a 

central main corridor with washrooms, stairs, elevators and supply and network cabinets. There are cubicles around the
perimeter of the floor. The central part main corridor\\'s dimensions contain 9,350 square feet {870 square meters). 

Because of security concerns, video cameras will be installed throughout the facility. There are 16 of these per floor, 8
per wiring closet. The cameras are non-WiFi capable and require POE 802.3af- capable switch ports from which to
draw 

power. 

A wireless capacity design is required. Assuming that wireless coverage is required across the Building 1, Floor 2,
including the central area, and that half the required APs will connect to each wiring closet, approximately how many
POE+ 

ports will be required per wiring closet for all devices that have POE or POE+ needs? 

A. 30 

B. 22 

C. 42 

D. 8 

Correct Answer: A 
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QUESTION 7

A network architect is designing a wireless solution for a company that is leasing one floor in a multi- floor building in a
downtown area. The customer is concerned about ensuring complete Wi-Fi coverage and pin-pointing RF hazards. 

What type of survey should the network architect perform? 

A. Active 

B. Virtual 

C. Passive 

D. Spectrum clearing 

Correct Answer: A 

 

 

QUESTION 8

A network architect needs to design a new wireless solution for a small company The architect estimates that about 150
APs will be required to implement a capacity design. Roaming support is required. Also, the design requires meshing to
connect some of the APs to the network. The customer requires that client state synchronization be provided for real-
time failover. Which solution would most cost-effectively meet these requirements? 

A. lAPs in a cluster 

B. FRAPs in a cluster 

C. Two 7205 mobility controller and campus APs in a cluster 

D. Two 7030 mobility controller and campus APs in a cluster 

Correct Answer: B 

 

QUESTION 9

A network architect is designing a new Wi-Fi solution for a customer The customer currently occupies a one-story
building on a small campus. In one part of the building there is an auditorium, where the ceiling height and attenuation is
different from the rest of the building. What should the network architect create in VisualRF to identify this difference
when planning :ne APs? 

A. Define the appropriate properties in the Network View 

B. Create a Region in the Floorplan View 

C. Spit the Building View into two Floorplan Views 

D. Define the appropriate properties in the Building View 

Correct Answer: D 
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QUESTION 10

A wiring closet with a POE+ switch is 250 feet (76 meters) away from an AP on a building floor. The AP\\'s smart-rate
port is connected to a smart-rate port on the switch, which is capable of 10 Gbps. The cable type is Cat5e STP. 

What is the maximum speed that the customer can expect from the connected AP? 

A. 2.5 Gbps 

B. 1 Gbps 

C. 5 Gbps 

D. 10 Gbps 

Correct Answer: A 
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